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E—eap

Material:low—density polyethylene

COIOr g r ey (For thinsteel conduit)
green(_ﬁor thick steelconduit)
Raw materials properties Data table
Testitems Testmethod unit
Fundam|melt index JISK 6760 g /10min 25
entaln
ature density JIS K6760 g/cii 0.915
mechan|Tensile JIS K 6760 kg/o 90
ical n | Yield strength
ature Breaking strength JIS K 6760 kg/ci 70
tensile - '
Tensile modulus JIS K 6760 kg/cnt 3,200
Tensile elongation JIS K 6760 %' 440
at break
Olsen made of JIS K 7106 kg/cnt 1,800
steel
Tensile impact ASTM D 1822 kg - cm/af 140
strength
Shore Hardness JIS K 7215 (D scale) 47
Therma | |Vicat softening JIS K 7206 G 88
proper ty |point
Melting points C 120
Chemistry ESCR JIS K 6760 h 8
ESCR JIS K6760 h 8
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'For thin Steel wiretube(Grey) S Unit;m/m
F-cap The dimensions of each part _ Applicable
size D 4 41 L L1 Wn‘"e tube
19 22.3 136 | 155 18.3 15.3 Cc19, E19
25 30.5 18.6 21.8 | 24.0 18.0 C25, E25
31 37.3 24.0 27.5 25.5 21.6 C31, E31
39 44.0 30.3 34.8 32.0 27.0 C39, E39
51 57.0 49.5 465 33.4 28.6 C51, E51
63 71.3 55.0 59.0 37.3 | 323 C63, E63
75 84.0 65.5 71.0 49.7 40.0 C75, E75




For thick Steel conduit(Green) ‘ | Unitm/m

K-cap The dimensions of each part Applicable
size D 4 a L L1 Wire tube
16 25.6 14.0 | 15.5 23.6 20.3 Gl16
22 31.4 19.5 21.5 25.6 22.5 G22
28 38.3 25.5 28.0. 30.8 25.5 G28
36 47.7 32.8 36.0 35.2 30.3 G36
42 53.6 38.0 42.3 354 30.4 G42
54 67.5 49.5 53.4 40.3 33.1 G54
70 82.2 63.5 - 69.0 44.5 38.7 G70
82 | 955 76.0 81.7 450 |. 35.0 G82
92 116.0 85.0 93.0 | 59.2 41.5 - G92
104 124.4 98.0 105.7 70.0 44.8 | G104




